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(2.44 [61.97])

5

4

21

A1575901

P4105091501-230000-01

L1  ID U/W WHITE BEAM
HORIZONTAL AND VERTICAL

SLITS
HORIZONTAL SLIT (RIGHT)
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         SEE B.O.M.

6/94

V. TCHESKIDOV 6/94

6/94

V. TCHESKIDOV 6/94

D. SHU 7/12/94

T. M. KUZAY 7/12/94

E. GALINOVSKAYA
V. TCHESKIDOV

E. GALINOVSKAYA
STERLING

8 HHS 5/16-18UNC-2A X 1.25 LG. SS 6

4 GASKET 1191013

LINEAR ACTUATOR
A2-82 HEAVY LOAD STEPPING 70mm-10"O.D.

7 FLAT HEAD 1/4-20UNC-2A X .50 LG. SS 2

3 ENCODER PLUNGER PLATE SEE DRAWING 1

6 LOCK WASHER Ø.328 X Ø.586 X .078 SS 6

5 12-P DHS 5/16-24 X 1.25 LG. SS 16190058

1 SEE DRAWING 1

2 SLIT RIGHT SEE DRAWING 1

(7.48 [190.00])

FAX: 312/ 583-7260
PHONE: 312/ 583-7979
CHICAGO, IL 60659
5808 NORTH ST. LOUIS AVE
ADVENT ASSOCIATES

DEARBORN VALVE & FITTING Co.

WAUCONDA, IL  60084-0847
PHONE: 708/526-6900
FAX: 708/526-1221

(6.12 [155.44])

P.0. BOX 847
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(6.51 [165.40])

2°30’

25.58 [649.80]
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2.  FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM

    SOME HIDDEN LINES OMITTED FOR CLARITY.

4.  DIMENSIONS IN [  ] ARE MILLIMETERS AND

ANL DOCUMENT #410201-00095.
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE

 1. WHEN MACHINING VACUUM PARTS, USE OF
   SILICONE AND SULPHUR-BASED CUTTING FLUIDS

    IS PROHIBITED. USE ONE OF THE FOLLOWING:
    A) CIMCOOL 5 STAR 49
    B) TRIM SOL

    3.

FOR REF. ONLY

NOTES:

3
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9 MALE CONNECTOR 2#SS-600-1-6

10 FHSS #6-32 UNC X .50 LG STAINLESS STEEL 6

P4105091501-230001

1 ADDED NOTE RAF 10/95

2 UPDATED PARTS LIST RAF 10/95

3 ADDED ENCODER PLUNGER PLATE RAF 10/95

4 ADDED #6-32 UNC FLAT HD SOC SCR. RAF 10/95

5 DIM 25.58 WAS 24.71 RAF 10/95
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